Table 2. U.S. Inputs and Production by PAD District
(Thousand Barrels per Day, Except Where Noted)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product Raglon 1211313 126113 | Difference | 1214112 | Pereent | 4o16/1 121313 | 121an2 | Percent
Change Change
Refiner Inputs and Utilization
Crude Oil Inputs .. 15,931 16,131 -200 15,594 2.2 14,604 15,930 15,391 3.5
East Coast (PADD 1) 1,021 1,099 -78 954 7.0 938 1,023 944 8.3
Midwest (PADD 2) ... 3,563 3,693 -130 3,486 22 3,497 3,607 3,420 5.4
Gulf Coast (PADD 3) ... 8,363 8,286 77 8,277 1.0 7,214 8,307 8,148 1.9
Rocky Mountain (PADD 4) . 573 570 3 592 -3.3 559 581 583 -0.5
West Coast (PADD 5) . 2,412 2,484 -72 2,285 55 2,396 2,413 2,295 5.1
Gross Inputs ............... 16,310 16,501 -192 15,918 2.5 15,063 16,295 15,694 3.8
East Coast (PADD 1) 1,113 1,106 7 1,040 7.0 939 1,074 979 9.6
Midwest (PADD 2) ... 3,565 3,691 -126 3,442 3.6 3,522 3,609 3,381 6.7
Gulf Coast (PADD 3) ... 8,458 8,448 10 8,419 0.5 7,499 8,417 8,320 1.2
Rocky Mountain (PADD 4) . 574 573 2 599 -4.0 561 584 587 -0.6
West Coast (PADD 5) . 2,599 2,683 -85 2,419 7.5 2,542 2,612 2,425 7.7
Operable Capacity1 17,818 17,818 0 17,395 2.4 17,736 17,817 17,388 2.5
East Coast (PADD 1) 1,297 1,297 0 1,293 0.3 1,618 1,296 1,293 0.2
Midwest (PADD 2) ... 3,769 3,769 0 3,720 1.3 3,721 3,769 3,715 1.5
Gulf Coast (PADD 3) ... 9,093 9,093 0 8,725 4.2 8,646 9,093 8,725 4.2
Rocky Mountain (PADD 4) . 630 630 0 624 1.0 624 630 624 1.0
West Coast (PADD 5) . 3,029 3,029 0 3,032 -0.1 3,128 3,029 3,030 0.0
Percent Utilization? .... 915 92.6 -1.1 915 -— 84.9 915 90.3 -—
East Coast (PADD 1) 85.8 85.3 0.5 80.4 - 58.0 82.9 75.8 —-—
Midwest (PADD 2) ... 94.6 97.9 -3.4 92.5 - 94.6 95.7 91.0 —-—
Gulf Coast (PADD 3) ... 93.0 92.9 0.1 96.5 = 86.7 92.6 95.4 ==
Rocky Mountain (PADD 4) . 91.2 90.9 0.3 95.9 - 89.9 92.6 94.1 -—
West Coast (PADD 5) 85.8 88.6 -2.8 79.8 = 81.3 86.2 80.0 ——
Refiner and Blender Net Production
Finished Motor Gasoline3 ...............c..c.cccoovunn... 9,311 8,982 329 8,888 4.8 9,390 9,173 8,931 2.7
Finished Motor Gasoline (less Adjustment)* 9,376 9,428 -52 9,149 25 9,247 9,403 9,029 41
East Coast (PADD 1) .... . 2,871 2,839 32 2,825 1.6 2,916 2,862 2,846 0.6
Midwest (PADD 2) ..... 2,546 2,573 -27 2,283 11.5 2,380 2,529 2,209 14.5
Gulf Coast (PADD 3) .. 2,087 2,110 -23 2,145 -2.7 2,165 2,114 2,143 -1.4
Rocky Mountain (PADD 4) 311 357 -46 299 3.9 275 324 294 10.2
West Coast (PADD 5) ... 1,562 1,550 12 1,597 -2.2 1,511 1,575 1,637 2.4
Reformulated? .... 2,983 2,891 92 2,985 -0.1 3,094 2,958 2,923 1.2
Conventional4 . 6,393 6,537 -144 6,165 3.7 6,153 6,445 6,106 5.6
Adjustment5 ... -65 -446 381 -261 -— 143 -231 -98 —-—
Kerosene-Type Jet Fuel 1,595 1,619 -24 1,488 7.2 1,420 1,570 1,442 8.9
East Coast (PADD 1) .. 65 66 -2 66 2.2 52 65 62 4.6
Midwest (PADD 2) .. 225 240 -15 206 9.2 210 226 198 13.8
Gulf Coast (PADD 3) ... 780 840 -60 822 -5.2 675 800 777 3.0
Rocky Mountain (PADD 26 27 -1 23 13.7 30 26 25 3.6
West Coast (PADD 5) ... 500 445 54 370 34.9 454 454 380 19.5
Distillate Fuel Oil ........... 4,956 5,262 -306 4,880 1.6 5,008 5,088 4,762 6.8
East Coast (PADD 1) .. 344 332 12 387 -11.0 375 324 332 2.5
Midwest (PADD 2) .. 1,143 1,168 -25 1,042 9.7 1,136 1,134 1,026 10.5
Gulf Coast (PADD 3) ... 2,780 2,965 -186 2,688 3.4 2,688 2,873 2,655 8.2
Rocky Mountain (PADD 4) 171 195 -24 204 -16.5 203 187 204 -8.5
West Coast (PADD 5) . 518 601 -84 558 -7.3 607 571 545 4.7
15 ppm sulfur and Under . 4,482 4,824 -342 4,289 4.5 4,132 4,624 4,269 8.3
> 15 ppm to 500 ppm sulfur 150 171 -22 121 23.8 225 146 146 0.4
> 500 ppm sulfur .... 324 267 57 470 -31.0 651 318 348 -8.6
Residual Fuel Oil . 448 442 6 372 20.5 493 435 398 9.0
East Coast (PA ) . 35 38 -3 54 -35.7 54 38 53 -27.5
Midwest (PADD 2) .. 70 60 10 42 64.7 58 61 42 47.3
Gulf Coast (PADD 3) ... 226 219 7 179 26.1 268 202 198 1.9
Rocky Mountain (PADD 4) 14 15 -1 13 2.6 11 14 12 14.0
West Coast (PADD 5) .... 104 111 -7 83 25.6 102 120 94 27.0
Pn:)paneIProperne6 ..... 1,405 1,479 -74 1,261 11.5 1,187 1,452 1,339 8.4
East Coast (PADD 1) .. 140 142 -2 72 95.1 66 130 67 95.2
Midwest (PADD 2) .. 246 285 -39 268 -8.2 255 271 275 -1.3
Gulf Coast (PADD 3) 878 886 -8 787 11.6 757 898 823 9.2
PADDs 4 and 5 141 167 -26 134 5.2 109 152 175 -13.0
Ethanol Plant Production

Fuel Ethanol 928 944 -16 822 13.0 943 928 821 13.1
East Coast (PADD 1) .. w w w W w w w w w
Midwest (PADD 2) .. 859 874 -14 770 11.6 878 858 768 11.8
Gulf Coast (PADD 3) ... w W W w W w w W W
Rocky Mountain (PADD 4) w w w w w w w w w
West Coast (PADD 5) w w w w W w w w W

= Not Applicable.

~ = Data Not Available.
V¥ = Data Withheld.

2

Based on the latest reported monthly operable capacity.
Calculated as gross inputs divided by the latest reported monthly operable capacity. See Glossary. Percentages are calculated using unrounded numbers.

3

and motor gasoline blending components. From 1993 to June 4, 2010, this adjustment was estimated from the latest monthly data and allocated to formulation and PAD District

production data.

4 Excludes adjustments for fuel ethanol and motor gasoline blending components. Historical data prior to June 4, 2010 includes the adjustment allocated by PAD District and

formulation.

5 Adjustment to correct for the imbalance created by the blending of fuel ethanol and motor gasoline blending components. For details see Appendix B.
8 Includes propane/propylene production from natural gas plants.

Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.

Weekly Petroleum Status Report/Energy Information Administration

Finished motor gasoline production and product supplied include a weekly adjustment applied only to the U.S. total to correct for the imbalance created by blending of fuel ethanol



